MODEL SH-001
@emCOm DIRECTORY ANNUNCIATOR

APPLICATIONS FOR BUILDING FIRE ALARM SYSTEMS

FEATURES

e UPTO 40 LEDS PER ANNUNCIATOR
40 Alarm Zones or ® ZONE1 J® zONE2 |® zZONE3 |® ZONE 4
20 Combination Alarm / Trouble Zones ® zZONE5 |® zoNE6 |® zONE7 |® ZONE 8

® zONE9 |®zONE10 |®ZONE 11 | ®ZONE 12

e 10” X10” DIRECTORY TEXT AREA
Vertical mounting with standard left-hand hinge

® ZONE 13 | ®ZONE 14 J®ZONE 15 | ®ZONE 16

Right-hand hinge and horizontal mounting @ZNEs J@ZONEL0 | @ZONEID | QZONER)

Bottom hinge available with flush trim ring @Z0NE21 J@ZONE22 J@ZONE23 | @ZONE24 @

® ZONE 25 J(®ZONE 26 | ®ZONE 27 | ®ZONE 28

e THREE (3) LED COLORS FOR CODING
Red, yellow and green
2mA LEDs with a 50° field of vision
Other colors are available upon request

® ZONE 29 J®ZONE 30 J®ZONE 31 J®ZONE 32

® ZONE 33 J®ZONE 34 |®ZONE 35 |®ZONE 36

(® ZONE 37 J(®ZONE 38 J(®ZONE 39 J|®ZONE 40

e ARTWORKPLOTTED ON 3 MIL HIGH-
QUALITY MYLAR
Computer-aided drafting allows for efficient artwork modifications

14" X 14”

e EFFICIENT INSTALLATION

Detailed wiring diagrams are provided with each annunciator

AVAILABLE OPTIONS
e MULTI-COLOR BACKGROUND AND ARTWORK

e ARTWORK REVISIONS

It will not be necessary to rebuild the entire graphic for most future revisions

e UL AND CSFM LISTING AVAILABLE
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